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Environmental Protection Agency § 57.404 

§ 57.403 Written consent. 
(a) The consent. The NSO shall in-

clude a written consent, signed by a 
corporate official empowered to do so, 
in the following form: 

As a condition of receiving a Primary Non-
ferrous Smelter Order (NSO) under Section 
119 of the Clean Air Act, for the smelter op-
erated by (name of company) at (location), 
the undersigned official, being empowered to 
do so, consents for the company as follows: 

(1) In any civil proceeding (judicial or ad-
ministrative) to enforce the NSO, the com-
pany will not contest: 

(a) Liability for any violation of the Na-
tional Ambient Air Quality Standards for 
sulfur dioxide in the smelter’s designated li-
ability area (DLA), except on the ground 
that a determination under 40 CFR 
57.402(c)(3) was clearly wrong; or 

(b) The conclusive allocation of liability 
under NSO provisions satisfying 40 CFR 
57.402(d)(1) between the company’s smelter 
and any other smelter(s) for any violation of 
the National Ambient Air Quality Standards 
for sulfur dioxide in an area of overlapping 
DLAs. 

(2) The issuing agency (as defined in 40 
CFR 57.103) will be allowed unrestricted ac-
cess at reasonable times to inspect, verify 
calibration of, and obtain data from ambient 
air quality monitors operated by the com-
pany under the requirements of the NSO. 

(b) Rights not waived by the consent. 
This consent shall not be deemed to 
waive any right(s) to judicial review of 
any provisions of an NSO that are oth-
erwise available to the smelter owner 
or operator under section 307(b) of the 
Clean Air Act. 

§ 57.404 Measurements, records, and 
reports. 

(a) Measurements. Each NSO shall re-
quire the smelter owner to install, op-
erate, and maintain a measurement 
system(s) for continuously monitoring 
sulfur dioxide emissions and stack gas 
volumetric flow rates in each stack 
(except a stack used exclusively for by-
passing control equipment) which 
could emit 5 percent or more of the 
smelter’s total potential (uncontrolled) 
hourly sulfur dioxide emissions. 

(1) Such monitors shall be installed, 
operated, and maintained in accord-
ance with the performance specifica-
tions and other requirements contained 
in appendices D and E to 40 CFR part 
52. The monitors must take and record 
at least one measurement of sulfur di-

oxide concentration and stack gas flow 
rate from the effluent of each affected 
stack in each fifteen-minute period. 
(The NSO shall require the smelter op-
erator to devise and implement any 
procedures necessary for compliance 
with these performance specifications.) 

(2) The sampling point shall be lo-
cated at least eight stack diameters 
(diameter measured at sampling point) 
downstream and two diameters up-
stream from any flow disturbance such 
as a bend, expansion, constriction, or 
flame, unless another location is ap-
proved by the Administrator. 

(3) The sampling point for moni-
toring emissions shall be in the duct at 
the centroid of the cross section if the 
cross sectional area is less than 4.645 
m2 (50 ft 2) or at a point no closer to the 
wall than 0.914m (3 ft) if the cross sec-
tional area is 4.645 m2 (50 ft2) or more. 
The monitor sample point shall be in 
an area of small spatial concentration 
gradient and shall provide a sample 
which is representative of the con-
centration in the duct. 

(4) The measurement system(s) in-
stalled and used pursuant to this para-
graph shall be subject to the manufac-
turer’s recommended zero adjustment 
and calibration procedures at least 
once per 24-hour operating period un-
less the manufacturer specifies or rec-
ommends calibration at shorter inter-
vals, in which case such specifications 
or recommendations shall be followed. 
Records of these procedures shall be 
made which clearly show instrument 
readings before and after zero adjust-
ment and calibration. 

(5) The results of such monitoring, 
calibration, and maintenance shall be 
submitted in the form and with the fre-
quency specified in the NSO. 

(b) Records. Each NSO shall require 
the smelter owner to maintain records 
of the air quality measurements made, 
meteorological information acquired, 
emission curtailment ordered (includ-
ing the identity of the persons making 
such decisions), and calibration and 
maintenance performed on SCS mon-
itors during the operation of the SCS. 
These records shall be maintained for 
the duration of the NSO. 

(c) Reports. Each NSO shall require 
the smelter owner to: 

VerDate Aug<31>2005 19:45 Aug 30, 2007 Jkt 211146 PO 00000 Frm 00179 Fmt 8010 Sfmt 8010 Y:\SGML\211146.XXX 211146


